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pumps or compressors used to transfer
LHG, or its vapors, to or from the ves-
sel.

[CGD 88–049, 60 FR 39797, Aug. 3, 1995; 60 FR
49509, Sept. 26, 1995]

§ 127.1207 Warning alarms.

(a) Each marine transfer area for
LHG must have a rotating or flashing
amber light that is visible for at least
1,600 meters (1 mile) from the transfer
connection in all directions.

(b) Each marine transfer area for
LHG must also have a siren that is au-
dible for at least 1,600 meters (1 mile)
from the transfer connection in all di-
rections.

(c) Each light and siren required by
this section must be located so as to
minimize obstructions. If any obstruc-
tion will prevent any of these alarms
from meeting paragraph (a) or (b) of
this section, the operator of the water-
front facility handling LHG shall pro-
pose for approval by the local COTP ad-
ditional or alternative warning devices
that provide an equivalent level of
safety.

[CGD 88–049, 60 FR 39798, Aug. 3, 1995; 60 FR
49509, Sept. 26, 1995]

§ 127.1209 Respiratory protection.
Each waterfront facility handling

LHG must provide equipment for res-
piratory protection for each employee
of the facility in the marine transfer
area for LHG during the transfer of one
or more of the following toxic LHGs;
anhydrous ammonia, chlorine, di-
methylamine, ethylene oxide, methyl
bromide, sulphur dioxide, or vinyl chlo-
ride. The equipment must protect the
wearer from the LHG’s vapor for at
least 5 minutes.

OPERATIONS

§ 127.1301 Persons in charge of trans-
fers for the facility: Qualifications
and certification.

(a) No person may serve, or use the
services of any person, as a person in
charge of transfers for the facility reg-
ulated under this subpart, unless that
person—

(1) Has at least 48 hours’ transfer ex-
perience with each LHG being trans-
ferred;

(2) Knows the hazards of each LHG
being transferred;

(3) Knows the rules of this subpart;
and

(4) Knows the procedures in the ex-
amined Operations Manual and the ex-
amined Emergency Manual.

(b) Before a person in charge of trans-
fers for a waterfront facility handling
LHG supervises a transfer of LHG, the
operator of the facility shall certify in
writing that that person has met the
requirements in paragraph (a) of this
section. The operator shall ensure that
a copy of each current certification is
available for inspection at the facility.

[CGD 88–049, 60 FR 39798, Aug. 3, 1995; 60 FR
49509, Sept. 26, 1995]

§ 127.1302 Training.
(a) Each operator of a waterfront fa-

cility handling LHG shall ensure that
each person assigned to act as a person
in charge of transfers for the facility
has training in the following subjects:

(1) Properties and hazards of each
LHG being transferred to or from the
facility.

(2) Use of the gas detectors required
by § 127.1203.

(3) Use of the equipment for res-
piratory protection required by
§ 127.1209.

(4) Basic firefighting procedures, in-
cluding the use of the portable fire ex-
tinguishers required by § 127.1503.

(5) Content and use of the examined
Operations Manual and examined
Emergency Manual.

(6) The configuration and limitations
of cargo systems of LHG vessels.

(7) Procedures for transferring LHG
to and from LHG vessels.

(8) Procedures for response to a re-
lease of the LHG handled by the facil-
ity.

(9) First aid for persons—
(i) With burns;
(ii) Needing cardio-pulmonary resus-

citation;
(iii) Exposed to toxic liquid or toxic

vapors (if a toxic LHG is handled by
the facility); and

(iv) Needing transport to a medical
facility.

(10) Restrictions on access to the ma-
rine transfer area for LHG.

(b) Each person that receives train-
ing under paragraph (a) of this section
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